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SWL is the abbreviation of Safe Working Load, it is half of the Breaking Load.

SWL = 1/2 Breaking Load antal 1.
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chromed plated
bronze (BR)

winches: description

»

natural bronze (BN)

hard black anodized
aluminium (AL)

12 standard models and 17 self-tailing
models all available in:

CHROME-PLATED BRONZE (BR)

Winch with chrome-plated drum; the units are
highly polished, then thickly nickel-plated and
finally finished in chrome.

NATURAL BRONZE (BN)

The more traditional winch with the natural
bronze drum; the units are highly polished.
HARD BLACK ANODIZED ALUMINIUM (AL)
Winch with hard black anodized aluminium
drum, scratch-proof and very hard-wearing.

Moreover the lightened racing series (page
15), the electric powered series (page 20) and
the hydraulic powered series (page 26) are
also available.

Antal winches have a three-year warranty.

< antal

The new SELF-TAILING winches with
SPRING LOADED DISK adapt automatically
to even the thinnest ropes and, if overloading
occurs, they release the line to avoid excess
force on the self-tailing arm.

The NEW BASE, machined by the CNC
process (produced with computer numeric
control machines with no cast components), is
lighter and stronger than normal castings. Easy
removal from the winch makes maintenance a
simple affair.

The VERTICAL KNURLING on the drum
gives the right horizontal grip, but at the same
time allows the rope to run vertically upwards
without undue resistance, making the winch
even more efficient.



Self-tailing arm

with 30 positions.

Spring loaded
self-tailing plates

vertical knurling

High strength
bronze gearing

Axle with low-friction
PVD finishing

s.steel-aluminium
insulating washer

For models from W44 ST to W60 ST

Stainless steel roller

bearing with nylon casing

Chromed bronze stem

Ball bearing for vertical
loads

Hard black anodized
" aluminium CNC base

Stainless steel (316) central
rod-universal connection

" Hard black anodized

aluminium CNC skirt
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electric winch 2000 / 3000 W

HORIZONTAL DRIVE - 2000 or 3000 W - 24 V
W80.3ELH - W90.3ELH

These models maintain three speeds both in
manual and in electric use; the push-button
on the base starts the first gear, second and
third gear are automatically selected by simply
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reversing the rotation of the handle or pressing o) O
one of the two switches, one for the first and the ' y
third speed and one for the second. o Ml S o __ 7
Model W80.3 is fitted with 2000 W (24 V) motor, | ]| 2000 w2 Y aow
model W90.3 with 3000 W (24 V) motor. Y | 1| . .
THREE SPEED WINCHES s ——
MODEL W80.3ELH W90.3ELH
LINE SPEED 1 (m/min) 22.0 18.0
LINE SPEED 2 (m/min) 8.0 7.0
LINE SPEED 3 (m/min) 3.0 2.5
WORKING LOAD (kg) 4000 8000
GLOBAL WEIGHT (kg) 75.0 145.0
MOTOR (W) 2000 3000
VERTICAL DRIVE - 2000 or 3000 W - 24 V
W80.3ELV - W90.3ELV
Vertical drive version is also available for
models W80.3 and W90.3 (2000 W on the
80.3, 3000 W on the 90.3, both at 24 V) with a
hypocycloidal gearbox.
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MODEL W80.3ELV W90.3ELV
LINE SPEED 1 (m/min) 22.0 18.0
LINE SPEED 2 (m/min) 8.0 7.0
LINE SPEED 3 (m/min) 3.0 2.5
WORKING LOAD (kg) 4000 8000
GLOBAL WEIGHT (kg) 75.0 145.0
MOTOR (W) 2000 3000
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